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While recharging the interface displays the battery charge 
state while the rear and front derailleur motors are deacti-
vated (Fig.1). 
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In this state, even if the magnet is inserted to switch off the 
system, the battery charge procedure will not be interrup-
ted (Fig. 2).

WARNING!

To eNsuRe successful chARGING, befoRe coN-
NecTING, check ThAT The bATTeRy chARGeR coN-
NecToR Is compleTely cleAN ANd dRy ANd 
Remove ANy TRAces of WATeR oR dIRT (fig.3).
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1 - CHARGING PROCEDURE
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ImpoRTANT!

battery charge times from a charge of 0-6 % to 100%: 
about 4 hours. 
The battery has no memory effect, so you can charge it 
for a short time too if requested.  

ImpoRTANT!

This battery charger is equipped with a safety cut-out circuit which prevents overheating, short-circuiting and excessive charge 
times, and also detects damaged batteries.

WARNING!

The eps battery charger must only be used with the eps power system. Attempting to charge different batteries with the charger 
may cause accidents, injury or death.

BATTERY CHARGER
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usING The bATTeRy chARGeR WITh mAINs poWeR 
(fig. 5):

Connect the power cable connector (Fig. 3) to the battery 
charger (Fig. 5), then connect the plug to the mains socket. 
The battery charger must be situated near the socket, 
which must be easily accessible. The power plug also acts 
as the disconnecter device instead of an on/off switch and 
must therefore be easily accessible.

usING The bATTeRy chARGeR WITh 12vdc poWeR fRom A vehIcle (fig. 6):

WARNING! leaving the device connected to the 12 vdc power socket for prolonged periods may drain the vehicle battery.

Insert the power outlet connector on the cigarette lighter into the 12 VDC socket on the battery charger (Fig. 3) and connect the plug into 
the cigarette lighter power outlet in the vehicle.
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preliminary operations: make sure that the EPS battery 
charger can be connected to the Campagnolo EPS power 
system correctly without straining the output cable or 
twisting or bending it excessively. 
Connect the 6-pole female connector on the battery 
charger output cable to the connector on the EPS power 
system. 

There are 2 LEDs on the power supply unit which perform 
the following functions:

1) on in the presence of mains power

2) on while the battery is being charged; once the battery 
is fully charged, this LED turns off.

led descRIpTIoN chARGe level

GReeN led lit Battery charger is powered correctly.

oRANGe led lit continuously

Battery is charging. The orange LED extinguishes when the battery is fully 
charged. In the event of faults during the charge process (insufficient power 
supply voltage, battery temperature outside charging range etc.), the 
oRANGe led starts to flash.
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1.1 - USING THE BATTERY CHARGER

COMPONENTS EPSBATTERY CHARGER
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